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TAK-TAPE ™ Hook & Loop Strips
• Thin and flexible to quickly wrap around bundle
• Adjustable, releasable and reusable
• Large continuous roll you can cut to size with Telco snips, scissors or PANDUIT ®

cutter (included with TTS-35RX0 only)
• Wide (3/4") black strap spreads out bundling forces over large area

All styles may be used with ABMT mounts shown below
Minimum 2" overlap required to achieve loop tensile rating

TAK-TY ® Hook & Loop Cable Tie Mounts

• Used with PANDUIT ® cable ties for a complete wire routing solution
• Adhesive backing allows routing of wires and cables where mounting holes

cannot be drilled
• Tear tab provides fast and easy liner removal to speed installation
• For indoor use

Part Number Part Description

Max. Bundle
Diameter

Min. Loop
Tensile

Str.
(Lbs.)

Length
(ft)

Std.
Pkg.
Qty.

Std.
Ctn.
Qty.In. mm

TTS-20R0 20' roll, .75" width,
Standard, Black,
Reusable case.

Various Various 40 20 1 10

TTS-35RX0 35' rolls, .75" width,
Standard, Black, 10-
Pack (shrink-wrapped).

Various Various 40 35 1 10

Part Number Material Color

Height Length Width
Max. Static

Load Mounting
Method

Used
With
Cable
Ties

Std.
Pkg.
Qty.In. mm In. mm In. mm g Lbs.

ABMT-A-C Nylon 6.6 Natural .34 8.4 1.10 28.7 1.10 28.6 174 .38 Rubber
Adhesive

TAK-TY ® Hook &
Loop Cable Ties

100

ABMT-A-C20 Nylon 6.6 Black .34 8.4 1.10 28.7 1.10 28.6 174 .38 Rubber
Adhesive

TAK-TY ® Hook &
Loop Cable Ties

100

ABMT-S6-C Nylon 6.6 Natural .34 8.4 1.10 28.7 1.10 28.6 — — #6 (M3)
Screw

TAK-TY ® Hook &
Loop Cable Ties

100

ABMT-S6-C20 Nylon 6.6 Black .34 8.4 1.10 28.7 1.10 28.6 — — #6 (M3)
Screw

TAK-TY ® Hook &
Loop Cable Ties

100

Sold by:
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