LOUDSPEAKERS:

IP WALL SPEAKERS | WAcommeco

Valcom IP SoundPoints Enable Live,
PreRecorded, Or Ad Hoc Audio Messages
To Be Broadcast To Ten People Or Ten Thousand People
— Instantly And Economically.

® PoE (802.3af) - No Local Power Required

* High-Efficiency 8” (203mm) Speakers

® Durable Electrostatic Powder Coat Finish on Metal Surfaces
® Qutput Level 103 db/1Meter

o AUX Output Supports Valcom Amplified Speakers

e Optional Wall Volume Controls Available

® Mounting Backboxes Available

Backbox Selection Chart

N . A
BACKBOX Type | Part No. | Mount Style | Dimensions

7 WALL SPEAKERS CLUSELL U AL il ﬂ) VB-S11 Surf; ty 11.63"H x 11.63"W x 3.94"D

t f i - urface ; x 11. X 3.
D:' Grille Hole Dimns.: 10.00” x 10.00”
A. IP Wall Speaker Assembly Gray w/Black Grille ..., VIP-410 | VIP-430 N/A % VB-R12: | 'Recested 10.75"H x 10.75"W x 3.94°D
I | I Gril.le Hole Dimnst: 10.00” x i0.00"
B. IP Square Faceplate 8" Speaker white ........... VIP-418 | VIP-428 11, 12, 13 13 VB-A13 | Angled @ 11.54"H x 11.63"W x 4.60"D

L ) Grille Hole Dimns.: 10.00” x 10.00” \
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Backbox Selection Chart

Type Part No. MountStyle Dimensions

11 VB-S11 | Surface @ 11.63"H x 11.63"W x 3.94"D
Grille Hole Dimns.: 10.00” x 10.00”

12 VB-R12 Recessed 10.75"H x 10.75"W x 3.94"D
Grille Hole Dimns.: 10.00” x 10.00”

13 VB-A13 = Angled Eﬂ 11.54"H x 11.63"W x 4.60"D
Grille Hole Dimns.: 10.00” x 10.00”

16 VB-R16 Recessed 7.50"H x 9.84"W x 3.94"D
Grille Hole Dimns.: 6.50” x 9.00”

17-D | VB-R17-D| Recessed EH 9.63"H x 9.63"W x 5.94"D
Grille Hole Dimns.: 8.88" x 8.88"

19 VB-R19 | Recessed H 19.25"H x 10.75"W x 3.75"D
Grille Hole Dimns.: 10.00” x 18.50”

22 VB-R22 | Recessed j 13.25"H x 11.25"W x 3.94"D
Grille Hole Dimns.: 10.50” x 12.50”

23 VB-S23 | Surface 1 14.63"H x 13.13"W x 3.94"D
Grille Hole Dimns.: 10.50” x 12.50”

24 VB-A24 Angled @ 14.41"H x 13.13"W x 5.00"D? x 3.00"D?
Grille Hole Dimns.: 10.50” x 12.50”
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