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                 V-WGHORN                                  V-WGFLEX                              V-WGWALL

 

 

FEATURES 
 Indoor or Outdoor Use 

 Bright zinc plated 

 Heavy 3 gauge wire construction 

 Convenient mounting tabs 

 Packaged in sets of two (2) 

 

DIMENSIONS/WEIGHT 

V-WGHORN 
Inside Dimensions: 
18.5" (47.0cm) square base,  
16" (40.6cm) square top,  
16.5" (41.9cm) D 

Outside Dimensions: 
19" (48.3cm) x 20.5" (52.1cm) x 17.5" (44.5cm) D 
7.05 lbs. (3.2 kg) 

 

V-WGFLEX 
Inside Dimensions: 
13" (33cm) square base 
11" (27.9cm) square top 
10" (25.4cm)  

Outside Dimensions: 
13" (33.0cm) x 14.9" (37.8cm) x 10.5" (26.7cm) D 
3.2 lbs. (1.5 kg)

 
 

V-WGWALL 
Inside Dimensions: 
12" (30.1cm) x 14.5" (36.8cm) base 
10.5" (26.7cm) x 13" (33cm) top 
 5.25" (13.3cm) D 

Outside Dimensions: 
12" (30.5cm) x 16.5" (41.9cm) x 5.5" (14.0cm) D 
 2.35 lbs. (1.1 kg) 

 

INSTALLATION 
The mounting tabs are designed to accept 0.250" 
diameter fastening lags, bolts, or screws (hardware not 
included).  Center the wire guard over the speaker or 
horn and use the appropriate hardware to fasten to 
structure.  

 

APPLICATIONS 

Wire Guard Model 
Valcom Speaker/Horn 

Models 

V-WGHORN 
V-1030C, V-1036C, 
V-1038, V-1048C,  

VIP-130L 

V-WGFLEX 
V-1080, V-1090,  

VIP-480L, VIP-490 

V-WGWALL 

V-1016, V-1022, V-1023, 
 V-1042, V-1046, V-1052, 
  V-1061, V-1063, V-1071,  

V-1440,  VIP-410 


