
IP Ceiling Speakers
LoudSPEAKERS:

•	PoE (802.3af) - No Local Power Required

• High-Efficiency 8” (203mm) Speakers

• Durable Electrostatic Powder Coat Finish on Metal Surfaces

• Output Level 103 db/1Meter	

• AUX Output Supports Valcom Amplified Speakers

• Optional Wall Volume Controls Available

• Integral Backbox (Plenum Rated) w/ 3 Hour Burn Rating on 2’ x 2’ & 1’ x 2’

• Easy/Fast Installation of Lay-In Ceiling Speakers

Valcom InformaCast® compliant IP Speakers  
enable you to send live, prerecorded or  
ad hoc audio messages over your new or  
existing multicast enabled network.
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				    Backbox
		  One-Way	 Talkback	    Type

IP Ceiling Round 8” Speaker White . . . . . . . . . . . . . . . .	 VIP-120-IC	 VIP-160-IC	 V-9816M 

IP 2’ x 2’ Lay-In Ceiling Speaker White . . . . . . . . 	 VIP-402-IC	 VIP-422-IC	  Included

IP 1’ x 2’ Lay-In Ceiling Speaker White . . . . . . . . 	 VIP-401-IC	 VIP-421-IC	  Included
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InformaCast® is a Trademark of Singlewire Software.

InformaCast®


