
Specifications*

PTZ Camera
6710

Operating Voltage: 24VAC 3000mA
Size: 1/4 inch, Interline Transfer CCD
Total Pixels: PAL: 795(H) x 596(V); NTSC: 811(H) x 508(V)
Effective Pixels: PAL: 752(H) x 582(V) NTSC: 768(H) x 494(V)
Optics: 12X, f=3.94 to 46.05mm(F1.67~F1.88)
Min. Focus Distance: 1,000mm
D. ZOOM: OFF / ON (X2-X16)
Angle Field of View: H 51.54°(Wide) to 4.49°(Tele) V 39.28°(Wide) to 3.39°(Tele)
Scanning System: 2:1 Interlace
Synchronization: Internal / Line-Lock
Frequency: PAL(H: 15.625 KHz/V : 50.00 Hz) ; NTSC(H:15.734 KHz/V:59.94 Hz)
Resolution: Color: 560 TV Lines(Min.) / B/W: 680 TV Lines(Min.)
Min. Illumination: Color: 0.2 Lux/F1.6 (50 IRE) / :B/W: 0.02 Lux/F1.6 (50 IRE)
S/N (Y signal): 52 dB
Video Output: CVBS : 1.0Vp-p/75Ω
Focus: Auto / Manual / One push
Zoom Movement Speed: PAL:1.84 sec : Wide to Tele  NTSC:1.9 sec : Wide to Tele
IRIS control: Auto / Manual

*Specifications subject to change

Lens Initialize: Built-in
Camera Title: Display 15 characters
Camera ID: 255 ID Selectable
Day & Night: Auto / Color / B/W / Ext
Gain Control: Low / Middle / High / Manual 
White Balance: ATW / AWC / INDOOR / OUTDOOR / MANUAL (1700°K ~ 11,000º K)
Back Light Compensation: BLC / HLC
SSDR: Built-in
Electronic Shutter Speed: Auto / manual / A.FLK
OSD: Built-in
Motion Detection: 8 areas
Communication: RS-232C, TTL
SSNR: Low / Middle / High/ Off
Privacy Function: 8 areas
FLIP: Horizontal / Vertical 
Operating Temperature/Humidity: -10˚C to +50˚C / 20% to 80% RH
Storage Temperature/Humidity: -20˚C to +60˚C / 20% to 95% RH

Channel Vision’s hi-res 6710 PTZ camera provides pan, tilt and zoom functions, enabling wide area coverage and the ability view objects 

in great detail with a 12x optical zoom. Use with a Channel Vision 3G Series Surveillance DVR to control movement and record video.

Features

12x optical zoom, 360˚ pan, 90˚ tilt
560 television lines

IP 66 rated for outdoor use

Up to 255 selectable camera IDs

Right angle wall mount bracket included (as shown)


