
The Evolution Poke-Thru device isn’t just tough. It’s also smart
and attractive. Instead of clumsy flip-up doors, the aluminum cover
design features two spring-loaded sliding egress doors that hold
cables securely, reduce trip hazards, and reduce the chances of
damage to the poke-thru device. The Evolution device has plenty
of smart design features. But it also looks good on-site, with your
choice of brass, gray, black, nickel, or bronze covers.

Evolution Poke-Thru Devices are tough enough to handle
any application. The die-cast aluminum cover is built to
stand up to heavy use. As a UL approved Open System,
you can spec Evolution Devices with any connectivity
or power you require, like hospital-grade receptacles.
A flush style cover for tile floor applications makes
Evolution devices ideal for high-traffic areas. And
TopGuard™ protection means they meet UL scrub water
requirements for tile, carpet, and wood covered floors.

Want power, data, and A/V all in one poke-thru? The
Evolution device can do it. There are even dedicated A/V
versions, prewired with a 20A duplex receptacle and
designed to accept Extron® Electronics AAP and MAAP
Series device lines. And all devices in all versions are
recessed below floor level, for maximum protection.

How do you want your Evolution device? Prewired for fast,
easy, convenient installation? Or, maybe you want unwired
Open System units you can configure with the receptacles of
your choice. Whatever your open space wiring might require,
the Evolution device makes it all possible. And with both 6"
and 8" sizes, it doubles the standard 3" or 4" capacities of all
other poke-thru devices on the market. Configure your own
Evolution device at www.wiremold.com/evolution.

The Evolution Poke-Thru Device
has the capacity to feed lights,
computers, and cash registers
to freestanding kiosks in an open
space environment.

The Evolution device can be installed in carpet or tile.

The Evolution Poke-Thru Device offers
enough capacity to accommodate
power and data services to a number
of workstations in an open space
commercial work environment.

The Evolution Poke-Thru Device
is an ideal choice for college
lecture halls or training facilities.
It offers the versatility to feed
power, data, and A/V lines to
tables or lecterns for laptops, A/V
equipment, and more.

New and existing healthcare
facilities are being fitted with
more and more advanced
electronic equipment. The
Evolution Poke-Thru Device
can feed power and data to
nurses’ stations, or wherever
computers and patient
monitors are critical.

CHOOSE THE FINISH
THAT BLENDS BEST
WITH YOUR DÉCOR.

ORDER PREWIRED
OR UNWIRED FOR
ULTIMATE CONVENIENCE
OR FLEXIBILITY.

BUILT FOR THE MOST
DEMANDING
ENVIRONMENTS.

Open System configurability accommodates
hospital-grade receptacles, required in
healthcare facilities.

Configure the Evolution Poke-Thru Device to
accommodate any A/V requirements.

POWER, DATA AND A/V
DELIVERED WHEREVER
YOU NEED IT.

The Evolution Poke-Thru Device is available in both 6" and 8" versions.



Catalog No./Item Description/Specifications

8STCP Recessed Prewired Assembly  
with Disposable Plate – Includes 
8" core hole poke-thru stem 
assembly with a disposable plate. 
Devices are recessed 3 1/4" [83mm]
below floor surface. No cover 
assembly is included. For use with 
the following cover assemblies 
(purchased separately): 8CTC and 
8CT Series.
INCLUDED
For Side Compartments:
• Two (2) proprietary 20 AMP

Duplex Receptacles installed
• No Device Plates are provided 
For Center Compartments:
• No Device Plates are provided 
For Bottom Feed Compartments:
• One (1) 5BLH 1/2-Gang 

Blank Housing* 
• Three (3) 1PTHA 1-Gang Pass-

Through Housing Assembly  
• One (1) 575CHA 1/2-gang 3/4" 

Conduit Housing Assembly**
• One (1) 8DIV 8" Divider 

16 3/4"
[425 mm]
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8STC Recessed Assembly with 
Disposable Plate – Includes 8" 
core hole poke-thru stem assembly 
with a disposable plate. Devices are 
recessed 3 1/4" [83mm] below floor 
surface. No cover assembly is 
included. For use with the following 
cover assemblies (purchased 
separately): 8CTC and 8CT Series.
INCLUDED
For Side Compartments:
• No Device Plates are provided 
For Center Compartments:
• No Device Plates are provided 
For Bottom Feed Compartments:
• One (1) 5PTHA 1/2-Gang Pass

Through Housing Assembly*
• Three (3) 1PTHA 1-Gang Pass-

Through Housing Assembly  
• One (1) 575CHA 1/2-gang 3/4" 

Conduit Housing Assembly** 
• One (1) 8DIV 8" Divider 

8PPS 8" Pre-Pour Poke-Thru Sleeve – 
Nonmetallic sleeve attaches to 
structural decking and maintains 
8"-8 1/8" diameter cast in core hole.
Unit includes three (3) attachment 
legs, two (2) end caps and three (3) 
thumb screws.

16 3/4"
[425 mm]

Evolution 8AT Series Poke-Thru Devices Ordering Information (continued) 

NOTE: Receptacles can be
wired as a standard
or isolated ground
device.

Catalog No./Item Description/Specifications

8CTCGY* Surface Style Cover Assembly –
8CTCBK* Die-cast aluminum cover assembly. 
8CTCBS* Cover assembly is available in the 
8CTCBZ* following finishes: (BK) painted 
8CTCNK* black, (GY) painted gray, (NK) nickel,

(BS) brass, and (BZ) bronze. 8CTC 
Series Cover Assemblies designed 
for use with 8STC and 8STCP 
Poke-Thru Stem Assemblies.

8CTGY* Flush Style Cover Assembly –
8CTBK* Die-cast aluminum cover assembly. 
8CTBS* Cover assembly is available in the 
8CTBZ* following finishes: (BK) painted 
8CTNK* black, (GY) painted gray, (NK) nickel,

(BS) brass, and (BZ) bronze. 8CTC 
Series Cover Assemblies designed 
for use with 8STC and 8STCP 
Poke-Thru Stem Assemblies. 
Includes one (1) 8TS Tile Shim.

Catalog No./Item Description/Specifications

8TS Tile Shim – Used for floor coverings
greater than 5/16" [7.9mm]. The 
8TS will allow the top surface of the 
cover to be flush with the finished 
floor. Includes: two (2) 1/8" [3.2mm] 
thick shims and two (2) 1/16" 
[1.6mm] thick shims. Up to a total 
of 3/8" [9.5mm] of adjustment.

Evolution 8AT Series Poke-Thru Devices Cover Assemblies Ordering Information

Cover Assemblies
for the Evolution™

Series 6AT and 8AT
Poke-Thru Devices
are available in a
variety of finishes
and service
configurations for
carpet or tile 
floor installations.

NOTE: For more information on Device Plates and Bottom Feed
Plates and on the additional options available, see the
Device Plates and Bottom Feed Plates sections found later
in this document.

* Tunneling extends from the 5BLH to 575CHA so that power cables from the 20A duplex receptacle mounted on 
the left side of the poke-thru device are run into the junction box attached to the 575CHA.

** Also includes junction box attached to the 3/4" conduit. 

* Add suffix “TR” to the end of the part number to indicate tamper-resistant cover assembly. 
Tamper-resistant versions are secured with a single tamper-resistant screw.

NOTE: UL Fire Classified
for up to 2-hour
rated floors.

NOTE: UL Fire Classified
for up to 2-hour
rated floors.

9 1/4"
[235mm]

9 1/4"
[235mm]
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Catalog No./Item Description/Specifications

6AAP Device Mounting Plate – Device 
plate that will accept up to two (2) 
Extron® Electronics AAP style 
plates. For use in the center 
compartment only. Devices 
supplied by others. 

6ACT8A Device Mounting Plate – Device 
plate that will accept up to eight (8) 
ports of communication devices. 
For use in the center compartment 
only. Devices supplied by others. 

6B Device Mounting Plate – Device 
plate used to blank off center 
compartment, when no devices 
are used. 

6DEC Device Mounting Plate – Device 
plate that will accept Decorator 
style devices such as 20A 
receptacles, GFCIs, 106 adapters 
or A/V devices. For use in the 
center compartment only. Devices 
supplied by others. 

6DP Device Mounting Plate – Device 
plate that will accept standard 20A 
duplex receptacle or duplex Turnlok 
receptacle. For use in the center 
compartment only. Devices 
supplied by others. 

6MAAP Device Mounting Plate – Device 
plate that will accept up to six (6) 
Extron® Electronics MAAP style 
plates. For use in the center 
compartment only. Devices 
supplied by others.

6MAAP2A Device Mounting Plate –
Combination device plate that will 
accept up to three (3) Extron®

Electronics MAAP style plates,
and up to two (2) ports of 
communication devices. For use
in the center compartment only. 
Devices supplied by others. 

6MOS Mosaic Device Plate –
Device plate will accept two (2) 
standard [45mm x 45mm] or one (1) 
standard [45mm x 90mm] Mosaic 
style device(s). Devices supplied 
by others

Catalog No./Item Description/Specifications

6MOSBS Mosaic British Standard 
Device Plate –
Device plate will accept two (2) 
Mosaic British standard devices 
[45mm x 45mm]. Devices supplied 
by others.

6S1 Device Mounting Plate – 
Receptacle opening 1 3/8" [35mm]. 
For 6" poke-thru units only. 

6S2 Device Mounting Plate – 
Receptacle opening 1 9/16" [40mm].
For 6" poke-thru units only. 

6SER Device Mounting Plate – Device 
plate that will accept up to four (4) 
Ortronics® Series II dual modular 
inserts. For use in the center 
compartment only. Devices 
supplied by others. 

6TRAC Device Mounting Plate – Device 
plate that will accept up to eight (8) 
Ortronics® TracJack devices. For 
use in the center compartment only.
Devices supplied by others. 

Evolution 6AT Series Center Mount Device Plates Ordering Information 

6AT Center Mount
Device Plate
Mounting Location

Mounting plates on
this page can be
installed in the
shaded location
indicated in this
illustration.

Evolution™ Series Poke-Thru Device Covers are available in (Left to Right) Gray, Black, Nickel, Bronze or Brass.


	GRAY page 1
	page 2and3 (8size)
	page 2 (8size)
	Page 3 (8size)




