SHC1021CR -- Cord Connectors

Hubhell's nylon cord connectors resist most common industrial corrosive and prowde effective pullout
protection i a ightweight desion. They are ideal for any application where weight, conductivity or
COrrosion may be an 12sue.

Mylon

Product Specifications
Product Type Cord Comngctors

| Material/Style [Myton Standard Styte

|

[ Cord Diameter Range [[.19"- 25" (4.7- 6.3)

Cord Connector Body :
© || Straight Ivial

Style gt Male
| Form Size Fl
[HUB Size [ 12"
[ Color Code | Red
}TEHE”'“’E Operating | nop 10 4 295°F (.34°C to +107°C)

elmperaiure

Recommended

B 91" (21.8-23.0

Jwckout Hole Size ( )
|F1mmnahi]it3r || Hubbell nylon cord connectors have a UL 94-372 rating.

Hubbell cord connectors are suitable for use in hazardous locations per Class I Div. 2, Class [T Div. 1 & 2, Class [T Daw. 1 & 2 N.EC.
eference S01-40hy, S02-40a)y, S02-4Chy, S03-30a), and S03-300).

| Dimension A 1.32"(33.5) Dia

|[li1nem'iun B 1.50" (38.1) Ref.

| Dimension C 53" (13.5)

| Dimension D S8 (147 Throat Dia.

| Dimension E A/C 1.25"(31.7)
|Di1nem‘iunEA-'F 1.12% (2845

| Certifications UL Lizted in accordance with standard 5148, ChA Certified, United States Coast Guard Approval, Title 46-Fart 111
| M Drawings Click here for I-Drawing

| Catalog Page Click here for catalog page T76
| Catalog Section Click here for Section-T

| UPC Number 78358520803

| Weight in LBs [0.15
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