
Order number of pieces required, in multiples of Standard Package Quantity. Prime items appear in BOLD.
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PanTher ™ LS8E Hand-Held Thermal Transfer Printer and Accessories

LS8E

LS9Q

LS8EQ

• Cut-to-length functionality eliminates label waste 
and label trimming labor

• Partial cut feature available to provide tear-apart 
strips of labels

• P1 ™ Label Cassette contains an integrated memory device
for automatic formatting, recall of last legend 
used, and number of labels remaining in the cassette

• Market specific labeling tools simplify label creation for
network components, panel building, and construction 
and maintenance

• USB interface for importing data, system upgrades, and
printing from a wireless laptop or desktop computer

• Legends can be easily aligned with ports on patch panels and
faceplates, eliminating the need for manual spacing and
guesswork

• Prints self-laminating cable labels, continuous tapes, 
and die-cut labels for patch panels, faceplates, and 
other network applications

• Fast loading label cassette includes both label material and
ribbon to make changing labels easy

• Available with an innovative QWERTY keypad that 
allows faster text entry and label design

Part Number Part Description

Std.
Pkg.
Qty.

LS8EQ-KIT-ACS Includes LS8EQ printer with QWERTY keypad, one cassette of S100X150VAC 
self-laminating labels, six AA alkaline batteries, LS8E-ACS, LS8-CASE, LS8-PCKIT, 
LS8-IB, LS8-WS, quick reference card and operator’s manual.

1

LS8EQ-KIT Includes LS8EQ printer with QWERTY keypad, one cassette of S100X150VAC 
self-laminating labels, six AA alkaline batteries, LS8-CASE, LS8-PCKIT, LS8-IB,
LS8-WS, quick reference card and operator’s manual.

1

LS8EQ Includes LS8EQ printer with QWERTY keypad, one cassette of S100X150VAC 
self-laminating labels, six AA alkaline batteries and quick reference card.

1

LS8E-KIT-ACS Includes LS8E printer, one cassette of S100X150VAC self-laminating labels, six AA
alkaline batteries, LS8E-ACS, LS8-CASE, LS8-PCKIT, LS8-IB, LS8-WS, quick
reference card and operator’s manual.

1

LS8E-KIT Includes LS8E printer, one cassette of S100X150VAC self-laminating labels, six AA
alkaline batteries, LS8-CASE, LS8-PCKIT, LS8-IB, LS8-WS, quick reference card
and operator’s manual.

1

LS8E Includes LS8E printer, one cassette of S100X150VAC self-laminating labels, six AA
alkaline batteries and quick reference card.

1

LS8E-ACS*‡ 120 VAC power adapter for North America. 1

LS8-CASE Rigid carrying case. 1

LS8-PCKIT Includes USB cable and PC interface software for importing data, system upgrades,
or printing from a wireless laptop or desktop computer.

1

LS8-IB Protective impact bumper. 1

LS8-WS Wrist strap. 1

LS8-CLN Cleaning kit. 1

Cougar ™ LS9 Hand-Held Thermal Transfer Printer and Accessories
• Economical identification system provides premium quality

solutions at the lowest installed cost

• Cut-to-length functionality eliminates label waste and label
trimming labor

• Partial cut feature available to provide tear-apart strips 
of labels

• P1 ™ Label Cassette contains an integrated memory device
for automatic formatting, recall of last legend 
used, and number of labels remaining in the cassette

• Legends can be easily aligned with ports on patch panels
and faceplates, eliminating the need for manual spacing
and guesswork

• Prints a wide variety of continuous tapes for marking 
of wires/cables, patch panels, faceplates and other
network applications

• Fast loading label cassette includes both label material and
ribbon to make changing labels easy

• Available with an innovative QWERTY keypad that allows
faster text entry and label design

*Cannot be used to charge batteries.
‡Other adapters available, replace S with A (Australia), C (China), E (Europe), and U (UK).
Reference chart of P1 ™ Label Cassettes for use with the LS8E can be found on page O.3 – O.4 of SA-NCCB51.

*Cannot be used to charge batteries.
‡Other adapters available, replace S with A (Australia), C (China), E (Europe), and U (UK).
Reference chart of P1 ™ Label Cassettes for use with the LS9 can be found on page O.3 – O.4 of SA-NCCB51.

Part Number Part Description

Std.
Pkg.
Qty.

LS9Q Includes LS9Q printer with QWERTY keypad, one cassette of T100X000C1C-BK
continuous nylon cloth tape, six AA alkaline batteries and quick reference card.

1

LS9 Includes LS9 printer, one cassette of T100X000VPC-BK continuous vinyl tape, six
AA alkaline batteries and quick reference card.

1

LS9-ACS*‡ 120 VAC power adapter for North America. 1

LS9-CASE Rigid carrying case. 1

LS9-IB Protective impact bumper. 1

LS9-WS Wrist strap. 1

LS9-CLN Cleaning kit. 1


