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Description:
23 AWG solid bare copper conductors, FEP insulation, Flamarrest® jacket with nipcord. sequential footage marking every two feet.

SUITABLE APPLICATIONS:

Suitable Applications Premise Horizontal Cable, Gigabit Ethernet, 100BazeTX. 100BaseVG ANYLAN,
155 ATM, 622 ATM, 250MHz Category 6

PHYSICAL CHARACTERISTICS:

CONDUCTOR:
Number of Pairs 4
Total Number of Conductors 8
AWG i
Stranding Solid
Conductor Material BC - Bare Copper
INSULATION:
Insulation Material FRPO/FEP - Flame Retardant Polyvolefin/Fluoninated Ethylene Propylene
Pair Color Code Chart :
Number Color Number Color
1 White/Blue Stripe & Blue 3 White/Green Stripe & Green
2 White/Orange Stripe & Orange 4 White/Brown Stripe & Brown
OVERALL CABLING:
Owerall Cabling Fillers Rod Center Member
OUTER SHIELD:
Outer Shield Material Unshielded
OUTER JACKLT:
Outer Jacket Material Trade Name Flamarrest®
Outer Jacket Material LS PVC - Low Smoke Polyvinyl Chlonde
Quter Jacket Ripcord Yes
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